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Translation

1% Supplement to the

(1)
EC-Type Examination Certificate
(2) Equipment and protective systems intended for use
in potentially explosive atmospheres - Directive 94/9/EC
Supplement accordant with Annex Il number 6
(3) No. of EC-Type Examination Certificate: BVS 10 ATEX E 156
(4) Equipment: Load cell type 0113-*****
(5) Manufacturer: Brosa AG
(6) Address: Dr. Klein StraBe 1, 88069 Tettnang, Germany
(7) The de5|gn and construction of this equipment and any acceptabie varlatlon thereto are specn‘" ed in |
the appendlx to this supplement. 7 ; /1 | (|
(8)
equipment has been found to comply with the Essenttai Heaith an
the design and construction of equipment and- protectwe-_‘xsystem
explosive atmospheres, given in Annex Il to the’ Dlreetw . '
recorded in the Test and Assessment Report BVS PP 112001EG
(9)  The Essential Health and Safety Réqunrements are assured by
EN 60079-0:2012 - General requu'ements
EN 60079-1:2007 / ' Flameproof enclosure “dg
(10) If the sign "X" is placed after the certtflcate numbe --Subject to speCIaI' /]
conditions for safe use specified in'the appendlx to thls c/ert;fiéate/ / 1 Iy I
(11) This supplement to 'the EC-Type Examlnatlon Certlflcate relates ohly o he e3|gn exammatlon and
tests of the specified equipment in accordance to Directive’ 94!9!E g / ' i
Further requirements of 'the /Directive 'apply to 'the manufacturing process and suppiy of th1s. _-
equipment. These are not covered by this certlﬁcate // / J
(12) The marking of the equipment shall include the followingi
112G ExdIIC T4 Gb
112G ExdIIB T4 Gb -
The gas group (IIB/IC) depends on the chosen entry technique. See Description for details
DEKRA EXAM GmbH
Bochum, dated 2015-03-03
Signed: Simanski Signed: Dr. Wittler
Certification body Special services unit
Page 1 of 2 of BVS 10 ATEX E 156 / N1
This certificate may only be reproduced in its entirety and without any change.
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(13) Appendix to

(14) 1% Supplement to the EC-Type Examination Certificate
BVS 10 ATEXE 153

(15) 15.1 Subject and type
Load cell type 0113-*****

5-digit number only relevant for order handling, not for explosion protection

15.2 Description

The load cell type 0113-***** is designed in type of protection Flameproof Enclosure "d” for use
in areas endangered by combustible gas atmosphere.

The main part of the load cell is a massive metal block with five blind holes. The center hole is
used to mount the optional measuring transmitter inside. The four other holes are used for the
DMSs. All holes are connected to each other via ducts. The blind holes are closed with lids fixed
in position by a thread or by snap rings.

The electrical connection is realised by use of a connection head fixed to thé cent‘er blind hole.

The load cell can be used with separately certified cable glands or alternatively thh separately
certified plug/socket systems. In case of separately certified cable glands; the cab .-'gllands are
designed with filling compound for use in gas group 1IC-and with seahng ring for use in gas

group 11B. / _

15.3 Parameters

Electrical parameters (active operatlon modey
Input voltage Uy, DC. 1005
Input current |, / A
Output voltage Uoy 7 DG/
Output current oy el

Electrical parameters (passive operation mode) /
Input voltage Uy, : 77/ /0
Input current |, LIS

Thermal parameters
Ambient temperature range

(16) Test and Assessment Report

BVS PP 11.2001 EG as of 20156-03-03

(17) Special conditions for safe use

None

We confirm the correctness of the translation from the German original.
In the case of arbitration only the German wording shall be valid and binding.

DEKRA EXAM GmbH
44809 Bochum, 2015-03-03
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Translation

«» EC-Type Examination Certificate

(2)  Equipment and protective systems intended for use
in potentially explosive atmospheres - Directive 94/9/EC

(3)  No. of EC-Type Examination Certificate: BVS 10 ATEX E 156
(4) Equipment: Tension load cell type 0113-*****

(6) Manufacturer; Brosa AG

(6) Address: 88069 Tettnang, Germany

(7)  The design and construction of this equipment and any acceptable variation theretc are apecmed in |
the appendix to this type examination certificate. / '

(8)  The certification body of DEKRA EXAM GmbH, notified body no. 0158 in’ accordance with Artrcle 9 of
the Directive 94/9/EC of the European Parliament and the Council of 23 March 1994/ certifies that this
equipment has been found to comply with the Essential Health and’ Safety_. at menis relatlng tto
the desrgn and construct:on of equipment and- protectlve systems mtende for//use ln potent:ally

EN 60079-0:2009 General requnrements ‘__‘ f’ /
EN 60079-1:2007 Flameproof enclosure A

//
/z///’

(10) ’tﬁg,ec(wﬁrhenxis ubject to special
(1)

equipment. These are not covered by this certmcate

(12) The marking of the equ:pment shall mclude the followmg

3 112G ExdIIC T4 Gb
112G ExdIIB T4 Gb

DEKRA EXAM GmbH
Bochum, dated 03. January 2011

Signed: Dr. Eickhoff Signed: Dr. Wittler

Certification body Special services unit
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